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1.3 EnviroPoint Network Diagram

EnviroPoint may be considered as made up of many components working together to give a clear

picture of the environment. Figure 1-1 illustrates the connectivity of this network and the types of

components involved.
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Back to the server:

12.Optional: Email/SMS function set up

See below for detailed instructions.

On the server:

If you already have this version of SQL Server installed, skip this step. Otherwise, insert the

EnviroPoint Server Installation CD and install SQL Server Advanced Express from the CD.

1.4.2 Creating the EnviroPoint Database

The files required for creating the EnviroPoint Database can be found on the EnviroPoint Server

Installation CD in the Database Setup Folder. Full detailed instructions can be found in the

document file “…\Documents\How to install the EnviroPoint Database.doc”.

NOTE: The password for the “EnviroPoint_Server”login must be changed to match the

Authentication Password supplied with the unlock key. This password is hard coded in the .NET

service.

1. Open the SQL Server Manager tool and connect to EnviroPoint if you’ve just installed SQL from the EnviroPoint
Server CD, or your SQL Server, under the “sa” login or one with equivalent privileges (a member of the
sysadmin server role).

2. Right-click the “Databases” folder. Select “New Database” from the menu that appears.

Figure 1-2 New Database Creation

3. In the “New Database Dialog Box” fill in the following fields: Database name = “Enviropoint”; Owner = “sa”.

4. Use the horizontal scroll bar under “Database files” to display the path column. Edit the path to an appropriate
directory for storing your database files, if you wish. The recommended default is [DRIVE]:\Program

1.4.1 Installing MS SQL Server 2005
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Files\EnviroPoint\Accsense Service\Data\... (Two files are present. Don’t worry. They are both supposed to be
there).

5. Click ok to create the new database.

6. Copy the Database Setup folder from the CD to your SQL Server machine, e.g. to “C:\temp\Database Setup\...”

7. Use SQL Management Studio to open the file (either on the CD or from the copied files) “dbparameters.sql” .
Edit the line “CREATE LOGIN EnviroPoint_Server WITH PASSWORD = 'server';” by replacing the password
‘server’ with the emailed .NET service password. Execute (F5) this script to add the appropriate schemas and
security definitions to the database.

Executed scripts do not need to be saved, just move on to the next step. After each execution, a

message: “Command(s) completed successfully”should appear, if not, contact Technical Support.

8. Open and execute (F5) the file “systables.sql”. This script defines the database tables used for system
operation.

9. Repeat Step 8 for the file “deftables.sql”. This script defines the database tables used for data definition.

10. Repeat Step 8 for the file “allprocedures.sql” This script installs all of the database procedure definitions.

13. Now open the file “EPdefload.sql”. This script will attempt to import data from the supplied data files into the
definition tables created in step 9.

The paths shown in this script are relative to the Server. If you moved the files to a different

location, be sure to change the paths in the script before execution.
Execute. A message: “29 row(s) affected… ” will appear. Once these steps are complete you can delete the

copied files.

12. To check access to the tables in the EnviroPoint Database: Disconnect (don’t save changes at the prompt),
reconnect using the Connect Object Explorer icon and login to the database as Enviropoint_Server with the
.NET service password. Check the tables can be opened.

Congratulations! Your new database is ready to be used with EnviroPoint. This also allows

Windows-user logins to access the database via the Monitor application.

Okay, so you know about databases and really didn’t need all that detail. But, hey, people who are

not as computer-savvy as your esteemed self do.

1.4.3 Accsense Service

If SMS capability is required, refer to section 1.4.10.6 – EnviroPoint SMS Service before installing the Accsense
Service. If SMS capability is not required immediately please continue.

To install the Accsense Service, open “My Computer”; select the CD drive; open the Accsense Server Service folder
and double-click the setup Wizard (.exe file).

Keep selecting ‘Next’ until the Service Settings pop-up displays as shown in Figure 1-2.






