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Wireless Environmental Monitoring from NVSI®

EnviroPointTM powered by accsense®

user manual

ENVIROPOINT (LITE) OPERATORS MANUAL
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revision record.
Revision Issue date Nature of Amendment Section No Originator

Draft 1 12 Dec. 06 Initial Version All MR
Draft 2 30 Jan 07 General revision All MR
1 14 March 2007 Release All RJD

Table 1: Revision Record



14 March 2007 Enviropoint (LITE) Operators Manual NVIP0036_01-1 Page 3 of 17

Copyright © Neo Vista System Integrators Pty Ltd, 2007. Commercial in Confidence. All rights reserved. Copying of this document, use and communication of its
contents is not permitted without written permission. Further distribution only as approved by Neo Vista System Integrators Pty Ltd

contents.
CONTENTS. 3

1 OVERVIEW 4

1.1 Introduction 4

1.2 Document Description 4

1.3 System Requirements 4

1.3.1 Hardware 4

1.3.2 Software 5

1.4 Included Components – EnviroPoint Lite 5

1.5 Contacting Technical Support 5

2 OPERATION 6

2.1 The Enviropoint Server application 6

2.1.1 Tree Structure 7

2.2 Application Pages 9

2.2.1 Node values and Node groups 9

2.2.2 Node Maps 11

2.2.3 Node Trends 12

2.2.4 Alarms 13

2.2.5 Reports 15

2.2.6 Exporting Data Records 15







14 March 2007 Enviropoint (LITE) Operators Manual NVIP0036_01-1 Page 6 of 17

Copyright © Neo Vista System Integrators Pty Ltd, 2007. Commercial in Confidence. All rights reserved. Copying of this document, use and communication of its
contents is not permitted without written permission. Further distribution only as approved by Neo Vista System Integrators Pty Ltd

2 OPERATION

2.1 The Enviropoint Server application

Figure 2.1: Main application screen

The main screen of the Enviropoint Server application is designed to have the look and feel of an internet web
browser. The application screen is divided vertically into a number of sections as shown in Figure No. 1.

1. Application tree structure – directory of application pages. (see section 2.1.1)

2. Application pages – provide access to the various system functions. (see section 2.2)

3. Status bar – displays the current system time and other status indicators to show when the system is
performing background tasks such as loading data.

4. Command bar – provides users with a set of controls specific to the selected application page.

5. Menu bar – access general application commands similar to other windows applications
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that branch. Generally all of the pages within a branch will share a common layout and display information of a
similar nature. Hence a branch may be thought of as a category and a page as an item within that category.

To display an application page select the pages name in the expanded branch and the page will appear to the right
of the divider.

To contract an expanded branch, click on the “-” symbol beside the expanded branch. Alternatively, select the
branch and press the “-” key on the keyboard.
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2.2.2 Node Maps

Figure 2.7: Node Map

Node maps are used to show the physical location of sensors within the site. Each map displays an image
representing an area of the site and icons showing where each sensor is located in that area. Refer to the
Administration manual for advice on map creation.




